
BACK OFFICE SOLUTION

SPOT Mapping is an enhanced mapping interface that empowers users to 
maximize the value of their SPOT devices. Managers can interact with all 
devices and operators from a single, centralized, cloud-based platform 
that provides live or historical tracking of personnel, vehicles, and assets 
on-demand.

FEATURES

• Monitor valuable assets and receive a text/email message when 
 movement is detected
• Satellite communications network allows SPOT TRACE to work on 
 or off-the-grid
• View the asset’s location and tracking points online
• Receive frequent updates: choose 2½, 5, 10, 30 or 60 minute 
 intervals (based on purchased tracking plan)
• Small, easy-to-mount size (options: reversible mounting bracket, 
 industrial double sided tape, adhesive grip pad or adhesive velcro strips)

SPOT TRACETM

TRACK ANYTHING. ANYTIME. ANYWHERE.

SPOT FOR BUSINESS
SPOT devices deliver affordable, reliable, location-based tracking, 
messaging and life-saving S.O.S. technology to hundreds of 
thousands of users around the world 24/7.

To learn more about SPOT Trace visit Globalstar.ca

SPOT Trace is a tracking and theft-alert device that provides satellite GPS 
location services and movement alert monitoring, independent of cell towers, 
radio frequency and Wi-Fi.

MULTI-PURPOSE DESIGN

• Compact, inconspicuous design allows device to blend 
 in seamlessly with surroundings 
• Made from durable, long-lasting materials
• Lightweight, goes anywhere

POWER OPTIONS

• (4) AAA Energizer® Ultimate Lithium 8x batteries (L92) – INCLUDED   
• (4) AAA Energizer® NiMH rechargeable batteries (NH12) –
 SOLD SEPARATELY

• Line power with a 5v USB connection (NOT waterproof) – INCLUDED

• Waterproof line power with a custom USB cable – SOLD SEPARATELY 

SPECIFICATIONS 

Height: 5.13 cm (2.02 in)  
WIDTH: 6.83 cm (2.69 in)
THICKNESS: 2.14 cm (.95 in)
WEIGHT: 87.9 g (3.1 oz)
OPERATING TEMP: -30 C to 60 C (-22 F to 140 F)
OPERATING ALTITUDE: -100 m to 6,500 m (-328 ft to 21,320 ft) 
HUMIDITY RATED: MIL-STD-810F, Method 507.3, 95% to 100% cond.
VIBRATION RATED: Per SAE J1455
WATERPROOF RATED: IPX7 (1 m for up to 30 minutes)

• Live and Historical Tracking
• Reporting
• Live Alerts

• Geofencing
• Grouping

ACTUAL SIZE

INCLUDED MOUNTING OPTIONS

• Reversible mounting bracket
• Industrial strength double-sided tape
• Adhesive grip pad
• Adhesive hook and loop tape
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